Abstract: Monitoring, assessing, and understanding the structural health of large infrastructures, such as buildings, bridges, dams, tunnels, and highways, is important for urban development and management, as the gradual deterioration of such structures may result in catastrophic structural failure leading to high personal and economic losses. With a higher spatial resolution and a shorter revisit period, interferometric synthetic aperture radar (InSAR) plays an increasing role in the deformation monitoring and height extraction of structures. As a focal point of the InSAR data processing chain, phase unwrapping has a direct impact on the accuracy of the results. In complex urban areas, large elevation differences between the top and bottom parts of a large structure combined with a long interferometric baseline can result in a serious phase-wrapping problem. Here, with no accurate digital surface model (DSM) available, we handle the large phase gradients of arcs in multitemporal InSAR processing using a long-short baseline iteration method. Specifically, groups of interferometric pairs with short baselines are processed to obtain the rough initial elevation estimations of the persistent scatterers (PSs). The baseline threshold is then loosened in subsequent iterations to improve the accuracy of the elevation estimates step by step. The LLL lattice reduction algorithm (by Lenstra, Lenstra, and Lovász) is applied in the InSAR phase unwrapping process to rapidly reduce the search radius, compress the search space, and improve the success rate in resolving the phase ambiguities. Once the elevations of the selected PSs are determined, they are used in the following two-dimensional phase regression involving both elevations and deformations. A case study of Lupu Bridge in Shanghai is carried out for the algorithm's verification. The estimated PS elevations agree well (within 1 m) with the official Lupu Bridge model data, while the PS deformation time series confirms that the bridge exhibits some symmetric progressive deformation, at 4-7 mm per year on both arches and 4-9 mm per year on the bridge deck during the SAR image acquisition period.
Introduction
Space borne interferometric synthetic aperture radar (InSAR) technology makes use of interferometric image pairs of the same ground area obtained from repeating satellite orbits. Interferometric phases from the image pairs can be used to determine elevation and deformation in the radar line of sight (LOS) direction [1, 2] . With a high spatial resolution and a short revisit period, InSAR can be used for large-scale deformation monitoring and elevation extraction and has great Thirty-five (35) ascending X-band Cosmo-SkyMed SAR images are used. The key parameters of the images are shown in Table 1 . Figure 2 shows the workflow of the proposed method. As there is no accurate DSM data available, it is difficult to perform traditional two-dimensional phase unwrapping as the initial elevation value contributes considerably to the convergence of the algorithm. Therefore, the long-short baseline iteration PSInSAR method is applied for one-dimensional, accurate elevation extraction. Only interferometric pairs with a short temporal baseline are selected assuming no deformation exists. The thresholds of the interferometric perpendicular baseline in each iteration are loosened gradually as shown in Table 2 to improve the elevation accuracy. Note that the elevation ambiguity ∆h is calculated from the perpendicular baseline,
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where ∆h is the elevation ambiguity, i.e., the elevation change when the phase varies by 2π; λ is the radar wavelength; γ is the range between the satellite and the illuminating scene; θ is the incident angle; and b is the perpendicular baseline. Table 2 . Interferometric perpendicular baseline thresholds in a long-short baseline permanent scatterer interferometric synthetic aperture radar (PSInSAR) iteration. The selection of PSs is conducted in GAMMA software using criteria such as the mean/standard deviation ratio, the minimum intensity, and coherence. In general, the PSs on the bridge are distributed along both the arches and the pavement of the bridge deck. Based on the PSs, an initial Delaunay triangular network is formed with 1700 arcs. As the large elevation differences between the arches and the deck are likely to result in the transmission and accumulation of elevation errors in the network adjustment, long arcs or those with poor coherence are screened out. Subsequently, phase unwrapping and network adjustment are carried out. In each iteration, the elevation of the PS on the deck with minimum azimuth is set as the reference. This value is 53.6 m, based on the bridge model offered by the official Lupu Bridge maintenance company. After five iterations, with a perpendicular baseline threshold condition of 1000 m, the PSs elevation corrections become very small; therefore, the elevation values obtained in the fifth iteration are considered the final solution.
The LLL Lattice Reduction Algorithm
InSAR phase unwrapping can be considered as a mixed integer least squares problem. The LLL lattice reduction algorithm separates the unknowns into an integer part and a real part, solving the The selection of PSs is conducted in GAMMA software using criteria such as the mean/standard deviation ratio, the minimum intensity, and coherence. In general, the PSs on the bridge are distributed along both the arches and the pavement of the bridge deck. Based on the PSs, an initial Delaunay triangular network is formed with 1700 arcs. As the large elevation differences between the arches and the deck are likely to result in the transmission and accumulation of elevation errors in the network adjustment, long arcs or those with poor coherence are screened out. Subsequently, phase unwrapping and network adjustment are carried out. In each iteration, the elevation of the PS on the deck with minimum azimuth is set as the reference. This value is 53.6 m, based on the bridge model offered by the official Lupu Bridge maintenance company. After five iterations, with a perpendicular baseline threshold condition of 1000 m, the PSs elevation corrections become very small; therefore, the elevation values obtained in the fifth iteration are considered the final solution.
InSAR phase unwrapping can be considered as a mixed integer least squares problem. The LLL lattice reduction algorithm separates the unknowns into an integer part and a real part, solving the integer part first and then the real part. In this way, the LLL algorithm provides a fast and numerically reliable routine to the mixed integer least squares problem.
where x is a real unknown vector with k elements, x ∈ R k * 1 ; z is an integer unknown vector with n elements, z ∈ Z n * 1 ; A ∈ R m * k and B ∈ R m * n are known coefficient matrices with full column rank; m is the number of observations; and y ∈ R m * 1 is the vector of observations. Z represents the set of integers; R represents the set of real numbers; δ is the noise vector. The aim is to solve for the unknowns x and z based on the known matrices A, B, and observations y. The solutions should minimize the 2-norm of vector y − Ax − Bz: min
If matrix A has QR factorization (A decomposition of a matrix A into a product A = QR of an orthogonal matrix Q and an upper triangular matrix R),
where Q A Q A ∈ R m * m is orthogonal, and R A ∈ R k * k is a nonsingular upper triangular matrix. Then 
Specifically, a reduction algorithm and a search algorithm are presented to obtain the integer z which satisfies Equation (6).
2.
With z known, Equation (3) becomes a least squares problem. Withẑ brought back into Equation (5) and setting the first term into 0,x can be obtained from
For simplicity, the above problem 1 is noted as:
where y is a known vector; z is the least squares solution required; and Bz is a vector in the grid. Thus, seeking a solution for Equation (8) can be interpreted as searching for the grid vector that is nearest to y. This is a closest vector problem (CVP), which has been proven to be an NP-hard (non-deterministic polynomial hard) problem. To make the search process simple and efficient, many reduction methods have been proposed. In this study, we use the LLL method, which has two steps,
• Reduction
First, using a minimum main-element method, the QR decomposition of matrix B is carried out to transform it into an upper triangular matrix R and an orthogonal matrix Q. Second, the non-diagonal elements in R are reduced using an integer Gaussian transform to remove any correlation and enable efficient searching. Third, the columns are rearranged using the minimum-column pivoting strategy to meet the LLL reduction criterion.
• Search
After reduction, we need to search for the optimal integer solution z ∈ Z n to satisfy min z∈Z n y − Rz 2 2 . Given a threshold β, we assume that the optimal integer solution z satisfies
This corresponds to searching for the optimal solution within an ellipsoid. R is then decomposed into the first (n − 1)-order submatrix and the last line, and y is decomposed into the (n − 1)-dimensional sub-vector and the last element. Thus,
To satisfy Equation (9), the following conditions need to be met,
and
Equation (12) is an (n − 1)-dimensional integer least squares problem, and the corresponding search radius is ρ = (β − (y n − r nn z n ) 2 ). The integer solution to Equation (11) falls within
Using this algorithm recursively, we can solve the upper triangular integer least squares problem. Once the p optimal integer solutionsẑ are obtained, we can use the following upper triangular matrix to solve for the corresponding p real solutions:
LLL Lattice Reduction Algorithm Used for PSInSAR
When applying the above LLL lattice reduction algorithm to PSInSAR data processing, by contrast, the phase ambiguities correspond to the integer unknowns, while the elevation error and the linear deformation rates correspond to the real unknowns, and the interferometric phases correspond to the observations in Section 2.2.2.
Assume that there are m + 1 SAR images of the same area, obtained at time t 1 , . . . , t m+1 , respectively. One of the images is chosen as the master image and the other m images are the slave images, to form m interferograms. The unwrapped phase between pixel i and pixel j in interferogram p is expressed as ∆∅
where v ij and h ij are the relative displacement rate and relative elevation error between the two pixels, respectively. β p changes with the perpendicular baseline, and α p changes with the temporal baseline. z is the unknown number of whole phase cycles, and δ is the noise resulting possibly from decorrelation error, nonlinear deformation, thermal noise, and so on. Note that the atmospheric phase is considered to be correlated in space and can be significantly reduced by differencing interferometric phases between adjacent PSs to form an arc observation.
As an arc in an interferogram contains one-integer ambiguity, together with real unknowns v ij and h ij , there are m + 2 unknowns in the m interferograms corresponding to the arc. As there are only m observations, the observation equations formed according to Equation (13) have rank defects. To solve this problem, the initial values of two unknown parameters are assumed to be equal to 0, i.e.,
and will be updated iteratively. The new observation equations can be expressed as follows:
where A1 has m rows, and its two columns are α 1 , . . . , α m T and β 1 , . . . , β m T , respectively. A2 is a 2 × 2 identity matrix. The real unknowns x include v ij and h ij . B1 is an m × m identity matrix times 2π. B2 is a 2 × m zero matrix. If the signal-to-noise ratio of the observations is high, the solution can be found with a few iterations.
Results and Discussion
Bridge Elevation Extraction
At first, only interferometric pairs with a short temporal baseline are selected assuming no deformation exists, and only the relative elevation errors are considered as the real unknowns in the one-dimensional elevation extraction step with LLL. The thresholds of the interferometric perpendicular baseline length in each iteration are loosened gradually, as shown in Table 2 , to improve the elevation estimation accuracy obtained. Figure 3 shows the side views of the PS elevations on the bridge obtained in iterations 1 (B ⊥ < 50 m), 3 (B ⊥ < 360 m), and 5 (B ⊥ < 1000 m), respectively. In iteration 1, it is obvious that the elevation variations are relatively larger and the elevations on the arch are discontinuous, even with some obvious errors. However, with the loosening of the spatial baseline threshold and the increase of iterations, the elevations become smoother. The elevations obtained in iteration 5 are accepted as the final solution.
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Results and Discussion
Bridge Elevation Extraction
At first, only interferometric pairs with a short temporal baseline are selected assuming no deformation exists, and only the relative elevation errors are considered as the real unknowns in the one-dimensional elevation extraction step with LLL. The thresholds of the interferometric perpendicular baseline length in each iteration are loosened gradually, as shown in Table 2 , to improve the elevation estimation accuracy obtained. Figure 3 shows the side views of the PS elevations on the bridge obtained in iterations 1 (B⊥ < 50 m), 3 (B⊥ < 360 m), and 5 (B⊥ < 1000 m), respectively. In iteration 1, it is obvious that the elevation variations are relatively larger and the elevations on the arch are discontinuous, even with some obvious errors. However, with the loosening of the spatial baseline threshold and the increase of iterations, the elevations become smoother. The elevations obtained in iteration 5 are accepted as the final solution. (Table 3 ). The accuracy of the estimated elevations improves with the number of iterations; the final estimated elevations from iteration 5 are in good agreement with the bridge model. Note that Table 3 only presents a rough comparison, as it is difficult to match the PSs with their exact location in the bridge model, and therefore the elevation differences between the InSAR solution and the model do not necessarily represent the accuracy of the proposed method. The second external bridge dataset is downloaded from Google 3D Warehouse. The 3D PSs are transformed to the model coordinates for visualization in the Meshlab software. As shown in Figure 5 , the arch shape and the location of the PSs are in excellent agreement.
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bridge model, and therefore the elevation differences between the InSAR solution and the model do not necessarily represent the accuracy of the proposed method. The second external bridge dataset is downloaded from Google 3D Warehouse. The 3D PSs are transformed to the model coordinates for visualization in the Meshlab software. As shown in Figure 5 , the arch shape and the location of the PSs are in excellent agreement. 
Bridge Deformation Extraction
As shown in [29] , the Lupu Bridge is an all-welded steel arch bridge connected by a set of components with a misalignment error of less than 1 mm. Moreover, even with nearly 20 arch ribs and a span of more than 500 m connecting Puxi and Pudong, the axial deviation of the central arch joints is less than 5 mm.
In fact, it is challenging to interpret InSAR-derived deformation results of man-made structures, particularly bridges, because it can be difficult to separate the major components of the InSAR phase, such as the linear deformation rates, seasonal deformation, elevation of structures, and atmosphere phase screen (APS). For example, the elevation-related atmospheric phase and the temperature-related deformation tend to have the same pattern. The elevation errors leak easily to deformation solutions. A few InSAR time series studies have investigated the thermal expansion of bridges and other structures [30] [31] [32] [33] [34] [35] ; however, many technical details are yet to be resolved.
In the Lupu Bridge case, once the elevations of the PSs are resolved with suitable accuracy, they are then used in a two-dimensional phase regression involving both elevation and linear deformation, and to obtain the linear deformation map as in Figure 6 . By the way, PS No. 175 on the riverside is chosen as the reference point. As the research area is relatively small, the APS is neglected.
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In the Lupu Bridge case, once the elevations of the PSs are resolved with suitable accuracy, they are then used in a two-dimensional phase regression involving both elevation and linear deformation, and to obtain the linear deformation map as in Figure 6 . By the way, PS No. 175 on the riverside is chosen as the reference point. As the research area is relatively small, the APS is neglected. As shown in Figure 6 , the linear deformation rates of the main part of the bridge are uniform, indicating that the bridge is stable as a whole. The LOS deformation rates compared to the reference point No. 175 vary from 4 to 7 mm per year during the SAR image acquisition period. Note that a positive value represents motion away from the satellite along the LOS, while a negative value indicates motion towards the satellite along the LOS. Progressive deformation appears on the two bridge arches and bridge deck. The largest deformation rates occur at the central part of the arches (7 mm per year) and the bridge deck (9mm per year).
The thermal expansion of metallic or reinforced concrete structures can significantly affect the interferometric phase signature [36] . Typically, thermal dilation provides progressive patterns due to its accumulation over the structure's length. This is in agreement with our result. To further As shown in Figure 6 , the linear deformation rates of the main part of the bridge are uniform, indicating that the bridge is stable as a whole. The LOS deformation rates compared to the reference point No. 175 vary from 4 to 7 mm per year during the SAR image acquisition period. Note that a positive value represents motion away from the satellite along the LOS, while a negative value indicates motion towards the satellite along the LOS. Progressive deformation appears on the two bridge arches and bridge deck. The largest deformation rates occur at the central part of the arches (7 mm per year) and the bridge deck (9 mm per year).
The thermal expansion of metallic or reinforced concrete structures can significantly affect the interferometric phase signature [36] . Typically, thermal dilation provides progressive patterns due to its accumulation over the structure's length. This is in agreement with our result. To further study thermal expansion effects on the deformation results, we collected temperature records of Shanghai during the SAR image acquisition period. Unfortunately, only some scattered monthly averaged temperature records can be found on the internet for the period, i.e., from December 2008 to November 2010. The SAR sensor passed over Shanghai at about 06:00 Beijing time. However, if we calculate the average temperature on the date of the data acquisition two, three, and four years later Three PSs (No. 693, 932, and 1457), whose locations are shown in Figure 6 , are chosen for a more detailed seasonal deformation analysis. In the two-dimensional phase regression as shown in the last line of the bottom box in Figure 2 , the unwrapped deformation phase time series (red dots) and the residual time series (green crosses) of these three points are shown in Figure 7b -d. Note that the unwrapped deformation phase time series are calculated by removing the elevation phase from the unwrapped interferometric phase, while the residual unwrapped phase is obtained by removing both the linear deformation and elevation phase from the unwrapped phase.
Both the unwrapped deformation phase time series and residual time series of the three points are used to calculate the correlation coefficients with the interpolated temperature (T2008-2010) and the results are listed in Table 4 . In Table 4 , the residual unwrapped phase time series corresponding to the three PSs have a strong negative correlation with the temperature. The correlation coefficients of all the three target points are larger than 0.9. When the phases of the linear deformation and the minor elevation correction are added back, the unwrapped phase time series have a much weaker negative correlation with the temperature, with the correlation coefficients ranging from 0.2526 to 0.646, with 0.646 corresponding to the PS at the center of the bridge arches, indicating that this PS was affected much more by the temperature than the other two PSs.
As expected, the central parts of the bridge arches and the bridge deck were experiencing the largest deformation. 
Conclusions and Outlook
We use a long-short baseline iteration method for elevation extraction in PSInSAR data processing to overcome the high-phase-gradient problem in a case where no DSM is available, so as to improve the accuracy of the estimated deformation rates. The LLL lattice reduction algorithm is used to rapidly reduce the search radius, compress the search space, and improve the success rate of resolving the ambiguities in phase unwrapping. To validate the method, elevations of 577 PSs on the Lupu Bridge have been obtained and compared with elevation data of the bridge model. The results are in excellent agreement. Besides, the linear deformation rates and seasonal deformation of the PSs have been extracted from InSAR deformation time series, which indicates that the bridge is stable in general, although symmetric progressive deformation has been found on the bridge arches and the bridge deck. The results agree with the Lupu Bridge design, where the arch joints would absorb most of the thermal deformation to mitigate the thermal dilation of the bridge as much as possible. Compared to the traditional PSInSAR approach, our method obtained more accurate elevation estimations. Consequently, the deformation estimation results are also more reliable.
As a whole, multitemporal InSAR is a useful tool for elevation reconstruction and the health monitoring of large infrastructures, such as bridges, dams, and high-rise buildings. Future work should be focused on interpreting the deformation; for example, linking individual PSs with the local structural elements and evaluating the results. It should also be interesting to consider to model the temperature-related deformation in the InSAR observation equation and to carry out close comparison of the results with in-situ measurements.
